







































































Public lighting

Spline bracket

1 Luma 2 + Spline L1645 bracket + Aloa/Accante pole + Luma Mini + Spline L1485 rear bracket
2-4 Lumal+ Spline L1485 bracket + Aloa/Accante pole

3-5 Luma 2 + Spline L1645 bracket + Aloa/Accante pole

6 Luma Mini + Spline L1485 wall bracket

7 Luma 2 + Spline L1645 wall bracket
























Public lighting

Spigot arrangements

Universal spigots for post-top @ 42-60
(62) mm and side-entry @ 42-60 mm. Easy
to put in post-top or side-entry position
by changing the spigot bolts fixation.

Dedicated spigot for
post-top @ 76 mm.

Colors

Spigot as frame and closing
clip as canopy. Other RAL or
Futura colors on request, also
possible to have duo-colors
(spigot in same color as frame,
closing clip in same color as
canopy). Futura Gris 900 Sablé Futura Gris 150 Sabhlé

INtegral design

The real flat bottom view of the luminaire is an essential part of
Luma is required to prevent any the thermal management concept.
upward light. The curved lines of  The rounded curved lines

the luminaire together with the together with their deliberately

integrated closing clip and the chosen interdistance relative

post-top and side-entry spigots to their height, the drainage

create a modern, robust though and cleaning of the luminaire

elegant character. The top of the is optimized. Top Bottom

Tilt adjustments

To optimize the light distribution for
varying road geometries and / or glare
restrictions, various spigots are available
on which the tilt angle can easily be
adjusted, by positioning the two spigot
bolts in the right setting (tilt angles
clearly marked on the spigot).

Post-top: Side-entry:
0, +5, +10 and +20 degrees -20, -15, -10 and O degrees


































Main specifications

Product features

Specifications

Type

. Luma Micro (BGP615)
© Luma Mini (BGP621)
- Luma1(BGP623)

- Luma 2 (BGP625)

Luma 3 (BGP627)

Light source

. Built-in LED module

Color temperature

3000 K (warm white), 4000 K (neutral white),

| 5700 K (cool white), not available for Luma Micro

golor Rendering l’ndex

70 (cool white and neutral white), 80 (warm white)

Luminous ftux

! 850 to 54,400 Im depending on LED configuration and colorytemperature" -

Power

. 10to 446 W depending on LED configuration and color temperature

Luminaire efficacy

- Upto129Im/W

Lumen maintenance

_ Up t0100,000 hours at L8OBIO

cLo ~ CLO'is available -

Warranty ~ Gold > 100,000 hours, Silver < 100,000 hours

Optic R1, R2, R3, R4, R5, R6, R7, R8, R9, R1O, DMI10, DMI1, DN10, DN
Optical cover . Flat Glass (FG)

ULOR 0%
Installation . Post-top @ 60 mm (dedicated spigot for post-top @ 76 mm only)

Controls system in‘p”l.’l’t’

. Luma Micro/Mini, Luma 1: side-entry @ 32-60mm

: Luma 2, Luma 3: side-entry @ 42-60 mm

. Standard tilt adjustments post-top 0, 5, 10° and side-entry -10, -5, 0°

Special spi’ggtifqr post-top +1VO,,’ +15 and +20° and side-entry -20, -15, -10, -5, 0°
| 1-10 V and DALI '

Driver

| Philips Xitanium Driver

Inrush current driver

- 40 W: 65 A/100 ps; 75 W: 80 A/150 pis; 100 W: 80 A/150 pis; 150 W:108 A/140 ps

Intelligence control

. LumiStep (LS), DynaDimmer (DDF), SDU (D4), DALI(D9), StarSense RF Wireless, CityTouch Ready 3

Mains voltage

. 210-240V / 50-60 Hz

Electrical class '

Classi-11

Material Housing: die~cast aluminum, non corrosive

: Cover: toughened glass

+ Gear tray: aluminum

) . Spigot: die-cast aluminum

Color - Futura Gris 900 Sablé or Futura Gris 150 Sable

! Other RAL or Akzo Nobel Futura colors or duo-colors available on request
iP-rating . P66
[K-rating . IKO9
Weight i Luma Micro, 7.6 kg, Luma Mini, 9.5 kg, Luma 1, 11 kg, Luma 2, 15.5 kg,

Luma 3, 19.5 to 20.5 kg depending on drivers
ScX - Luma Micro: 0.049 m?, Luma Mini: 0.055 m?, Luma 1: 0.057 m?, Luma 2: 0.067 m?, Luma 3: 0.079 m?

Electrical connection

. M20 cable gland with strain relief, for cable @ 10-14 mm

Operating temperature range

. ~20°C<Ta<35C

Surge protection

© 4 kv, 10 kV optional

Maintenance

. From below by opening the housing with a single quick-release clip

Options

28

Wired for cell (WFC), mini Photocell or NEMA socket - including cable



Specification table

'+ 18,300-54,400

. 15,750-40,400

Luminaire - Product No. ‘ CW NW : WW Power
version . family code ' LEDs = Min/Max lumen - Min/Max lumen - Min/Max lumen ' system (W)
: ‘ - Min / Max
Luma Micro ' BGP6IS ¥ © 1150-3,350 | 1150-3,400 © 950-2,950 L 9-27
: 20 1850-5550 . 1,850-5,700 | 1,600-4,850 - 14-45
Luma Mini . BGP62] 12 1,50-3,350 - 1,150-3,400 ! 950-2,950 . 9-27
20 1,850-5,550 | 1,850-5,700 © 1,600-4,850 . 14-45
30 2,750-8,350 2,800-8,500 © 2,400-7,350 © 22-70
) 40 - 3,650-11,000 ' 3,700-11,300 | 3200-9650 26-90
Lumal | BGP623 20 1,850-5,550 © 1,850-5,700 | 1,600-4,900 | 14-45
‘ 28 . 2,550-7,700 © 2.600-8,000 © 2,250-6,850 © 19-61
40 3,650-11,100 | 3,700-11,350 3,200-9,750 26-87
48 ! 4,350-13,300 \ 4,450-13,600 ©3,800-11,650 ! 31-104
60 | 5450-16,600 | 5,550-16,950 | 4,750-14,500 | 38-129
68 . 6,200-18,800 6,250-19,150 ! 5,400-16,400 © 42-145
: 80 . 7.300-22,000 © 7,350-22,400 | 6,300-17,950 494172
Luma 2 BGP625 60 | 5,450-16,600 © 5,550-17,050 | 4,750-14,600 | 38-129
’ 80 © 7,300-22,000 7400-22500 | 6,300-19,300 | 50-174
. 100 9,100-27,500 . 9,200-28,000 ¢ 7,900-23,900 . 63-215
B T 120 | 1,000-32,900 - 11150-33,350 ! 9,450-26,150 | 76-254
Luma 3 | BGP627 S 100 © 9,100-27,700 © 9,200-28,400 | 7,900-24,300 | 63-216
' 120 11,000-33,200 11,150-33,850 | 9,450-29,000 ! 75-257
. 140 | 12,700-37,700 . 13,000-38,450 © 11,050-32,950 . 88-289
160 | 14,600-43,500 . 14,650-44,700 ' 12,600-37,700 99-342
180 . 16,600-49,300 | 16,600-50,050 14,150-40,000 | 13-383
~ 200 . 18,480-53,600

| 125-406
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